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OVERHEAD
BUNDLE

LOCKED.
BACKPLATE NOT

SHOWN FOR CLARITY

1" NPS GALVANIZED

2" % 2" x ¥g" STEEL PIPE, 6" Max

Galv STEEL ANGLE

WHEN INSTALLING PROGRAMMED VISIBILITY
MOVE PIN AND
AND REPLACE WITH APPROPRIATE SIZE BOLT,
WITH NUT AND LOCKWASHER. SHIM

TIGHTEN SO THAT THE JOINT IS TIGHTLY

SIGNAL FACE,

FOST WMILES FHEET

pist| county ROUTE TOTAL PROJERT

No. |SHEETS

TOTAL

REG[STégD CI§L ENGINEER\

January 20, 2017

PLANS APPRQVAL DATE
THE STATE OF CALIFORNIA OR ITS OFFICERS
OF AGENTS SHALL NOT BE RESFONS/BLE FOR
THE ACCURACY OR COMPLETENESS OF SCAMNED
COPIES OF THIS PLAN SHEET.

COTTER KEY

TO ACCOMPANY PLANS DATED

INSTALL "S" HOOK AT THE FIRST

POINT WHERE A SIGNAL EACE OR "
%(\SAA%ETEE%E\W F;HGHTLY SIGN CONNECTS TO THE TET %
. THE "S" HOOK MUST RELEASE

BETWEEN 50 TO 75 PERCENT OF
THE TETHER WIRE BREAKING

s
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CLAMP TO ANGLE

STRENGTH. .
TETHER SN REOUIRED AT ONEEND OF ™ !
/WIHE THE TETHER. ‘
|

| [ %" 8 _HOLES, Typ

MATCH LEGS OF

BOLT TETHER WIRE S HOOK | WIRE ROPE CLAMP
|
|

TETHER WIRE ATTACHMENT FOR
PROGRAMMED VISIBILITY SIGNAL FACE

OVERHEAD
BUNDLE

LASHING WIRE CLAMP

CLEVIS PIN
STAINLESS CONDUCTORS
STEEL WASHER

BACKPLATE NOT

SORINLESS STEEL SHOWN FOR CLARITY

COTTER PIN

SIGNAL HOUSING

MESSENGER WIRE
CLAMP COTTER PIN DETAIL

COTTER PIN MUST
BE FORWARD AWAY
FROM OVERHEAD

BACKPLATE NOT
SHOWN FOR CLARITY

TETHER WIRE
CLAMP

SIGNAL FACE SUPPORT

ALUMINUM Z 17" x 1%" x 'a"

[~ MAXIMUM SIZE OF SIGN
10 SQUARE FEET

WIRE ROPE CLAMP—~—|

'/4"# STAINLESS STEEL

ROUND HEAD BOLTS WITH
NUTS AND WASHERS. SPACE
BOLTS ON 12" CENTERS, Max

OVERHEAD BUNDLE
(AT _TOP), TETHER
WIRE (BELOW)

r SINGLE SHEET
SIGN PANEL

WIRE ROPE CLAMP—~c—

‘/A—
ALUMINUM Z 19" x 1%" x /4"

THE OVERLAPPED CONNECTION OF ADJUSTABLE HANGERS
MUST USE A MINIMUM OF 2 BOLTS WITH A MINIMUM
SPACING BETWEEN BOLTS OF 2"

SIGN MOUNTING DETAIL

RSP ES-19E DATED JANUARY 20, 2017 SUPPLEMENTS THE STANDARD PLANS BOOK DATED 2015.

BACKPLATE NOT

SHOWN FOR CLARITY
\ [,

FOR LAYOUT)

1'-0" Max SPACING

3 L

Z-BAR ELEVATION

MESSENGER WIRE CLAMP -
ALUMINUM A356-T6 ALLOY WITH
STAINLESS STEEL BUSHINGS,
U-BOLTS, CLEVIS PIN, WASHERS
AND LOCK NUTS

oomoc

WIRE ENTRANCE HEAD - ALUMINUM
A356-T6 ALLOY THREADED

FOR 1!4," NPSM FEMALE CONNECTION
WITH DUAL SET SCREWS FOR LOCKING

/ CHASE NIPPLE
/J

'\TETHER CLAMP ALUMINUM

319 ALLOY WITH ADAPTER
AND HARDWARE

SIGNAL FACE SUPPORT EXPLODED VIEW

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

TEMPORARY WOOD POLES

DETAILS No. 5
NO SCALE
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